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RoHS Compliant | Customer Drawing

No. A B C
2%02 | 5.58 | 254 |
2%03 | 8.12 | 5.08 | 2.54

Specifications:

2%04 [10.66 | 7.62 | 5.08 A£0.5 Current Rating:3.0 Amp

2405 | 13.20 [ 10.16 | 7.62 Bx0.2 0 Voltage Rating:250V AC/DC

2406 | 15.74 {1270 | 10.16 2 544+0.05 o Contact resistance:20m Ohm Max

2%07 18.28 {1524 [12.70 i ﬁ Insulator resistance:5000M ohm min.

2%08 20.82 [17.78 | 15.24 | | ! L L o] Withstanding Voltage:500V AC/Minute

2%09 2336 2032 [17.78 X N Operating Temperature Range:—40°~+105C
210 [25.90 | 22.86 |20.32 FOCPELSPER SPEIN 9 Material And Finish

2%11 [28.44 |25.40 [22.86 § Insulator:Nylon 6T UL94V-0

2412 3098 [27.94 [25.40 PR ; Insulator Color:Black

2%13 |33.52 | 30.48 | 27.94 I ! Contact:Phosphor Bronze

214 136.06 |33.02 |30.48 Contact Plated:See Contact Plated Table

2*%15 |38.60 | 35.56 |33.02
2%16 | 41.14 | 38.10 | 35.56 5.00+0.15 How To Order
2%17 143.68 |40.64 |38.10 F214—-2*XXMXX—XE

2418 [ 46.22 [43.18 [40.64 Test Point 4.80 I

2420 | 51.30 [ 48.26 |45.72 0 Board Lock
EAETIET LTI 8 o O:W/O Locating Peg
2423 [ 5892 [55.88 [53.34 - ™ © 1:W/ Locating Peg
%24 | 61.46 | 5842 | 55.88 IR | WA R | [-A-] ™ Contact Plated

2425 | 64.00 | 60.96 | 58.42 I Fgs ¥ ¥ ¥ F ¥ w s — No. of Positions

2426 | 66.54 | 63.50 | 60.96 f —-l—lﬂ $0.95 & .

2427 [69.08 [66.04 | 6350 C+0.20 “Optional ~ OPtional 9 B£0.10

2%28 [ 71.62 | 68.58 | 66.04 6.85+0.3 of |

2%29 |74.16 | 7112 | 68.58 Al €£0.10

2°30 17670 17366 17112 N . 2.54£0.05 1.0040.05 | |,
2431 [79.24 [76.20 | 73.66 o | | |
2730|8178 | 7814 | 7620 Contdé:tldF:Id:cedd Selective Plated Type Full Tin Type —
233 184.32 181.28 | 78.74 CodeCon;:Juct A(:ez Other Area Code|Contact Area Sol):i:r Area ode|Full Tin 9 _% % % % % % % % % %_{
2734 |86.86 | 8382 |81.28 GF |Gold Flash | Gold Flash | HF [Gold Flash | Tin 100u” |1 |Tin 1004 =

2*35 | 8940 | 8636 | 83.82 Gl |Gold 3u” | Gold Flash |1 [Gold 3u” | Tin 100u” | T2 |Tin 200u" H {%} 0
2%36 19194 | 88.90 | 86.36 G2 |Gold 5u” Gold Flash |H2 [Gold 5u” Tin 100u” T3 |Tin 150u" M P
2¥37 |94.48 |91.44 |88.90 G3 |Gold 104" | Gold Flash |H3 |Gold 10u” | Tin 100u” ~ % % % % % % % % % +H
2%38 197.02 193.98 [91.44 G4 |Gold 15u" Gold Flash |H4 |Gold 15u” Tin 100u” 2—¢1.2 B
2%39 199.56 96.52 93.98 G5 [Gold 20u” Gold Flash [H5 |Gold 20u” Tin 100u” Optional o
2#40 |102.10 ] 99.06 | 96.52 G6 [Gold 30u” | Gold Flash |H6 |Gold 30u” | Tin 100u” Recommended PCB Layout

- TILE :
1.3 ELy L A Sz = x: 1030 [x: 5.0 2.54mm Pitch Female A 4
1.2 7F&)ﬁhlb§lgﬁlzﬁb EJ XX: £0.20 | xx: £3.0° Header Double Rows SMT Type
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